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MI-m600T
General Arrangement

. 30475 "
- 24300 - PRINCIPAL DIMENSIONS

LENGTH OVER ALL 30.475M

A i BREADTH ( MLD. ) 21.942M

DEPTH ( MLD. ) 2.890M

DRAFT (D.LW.L) 2.200M

19504
21942

Jack—up General

Ship Name MI-m600T
Class ABS
Jacking System Rack & Pinion
A-Pontoon : 2438%12190%2890 = 13 CAN

v B-Pontoon : 2438+%6095%2890 = 15 CAN

Y Jacking Pontoon : 2438+6095+#2890 = 4CAN

Spud Dia*L : 21400%12M#*4=48M, 4 sets
Max. Deck Load 7 ton/m#
Working Area 550 m®

Jacking System

i Jacking Speed 40 meter/hr
Max. Lifting Capacity 1600 ton
Holding Capacity 2080 ton
Payload 600 ton
Engine Hydraulic Power Pack : 4 units
o .
19 Mooring System
© Winch#4ea Capacity : 20 ton/ea *1drum
X Anchor#4ea : 1.36 ton stockless
=
§ Operating Conditions
§ Max. Water Depth 37 meter
S Wind Velocity 20 meter/sec.
“.E’ Max. Wave Height 1.0 meter
§ Current Velocity 1.5 meter/sec.
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Survival Conditions
Water Depth 37 meter
Wind Velocity 25 meter/sec.
Wave Height 3.0 meter
Current Velocity 2.0 meter/sec.
Air Gap 3.0 meter
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